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December, 15th 2014

Jul 24th 2012

Jun 13th 2011

Mar 15th 2011

Sep 3rd 2013

Jun 20th 2014

Dec 15th 2014

Aug 29th 2011

Jul 28th 2011

Jan 28th 2011

Jul 20th 2011

Dec 19th 2012

Fixed bug in the Day of the Week menu setting

Fixed bug on Reverse Display

Fixed bug on split summary visualization in Data Recall

Added management of SmartyCam HD

Added possibility to change speed unit of measure

Fixed bug on brake pressure sensor (0-2000 PSI) management connected to Mychron Expansion

Fixed bug in the date menu setting

Added MyChron Expansion temperatures in Data Recall

Fixed bug on visualization when a temperature sensor is disconnected

Added “Memory Empty” warning for instances when the MyChron4's memory is empty and the MEM/OK

button is pressed

Fixed bug on the GPS version string

Added predictive calculation also with GPS speed

Added playback function for Oval mode

Added strings for Display Contrast setup

Fixed bug on the second GPS laptime calculation

Fixed bug in the External Battery voltage view when the value is greater than 15.8 V

Added setup of Display Contrast in Menu

Added alarms on MyChron Exp temperatures

Version Date Change/additions

31.59.24 Sep 17th 2013 Fixed the issue that caused incompatibility between the new firmware MyChron4 (which manages

the SmartyCam HD) and the old booter (version 2.02, loaded into the MyChron4 systems produced

before 2007)

MyChron4/MyChron4 2T Release history
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Sep 13th 2010 Added functionality that allows to see in the menu “Sensors View” page  the Speed value

with MyChron Expansion

Version Date Change/additions

31.58.16

31.58.19

Sep 13th 2010

Jan 26th 2011

Added functionality that allows to see in the menu “Sensors View” page  the Speed value

with MyChron Expansion

Modified management of temperatures for display: now only the temperatures connected to devices

(MyChron4, eBox or MyChron Expansion) are sequentially showed

Fixed bug on calibration of the magnetical sensors with eBox Extreme and MyChron Expansion

that caused a prolonged procedure

Improved  the calibration procedure of the eBox and the MyChron Expansion sensors

Added in “Temp with Lambda” menu the MyChron Expansion temperatures (waterTemp and CHT)

December, 15th 2014

MyChron4/MyChron4 2T Release history


